6 bar

Expansion Vessels For Heating & Chilled Water

Reflex N & NG

« For heating and chilled water applications

Threaded connections

Non-replaceable diaphragm, according to DIN EN 13831
norm part 3, max. operating temperature 70°C

Meets or exceeds EC norms

for pressure vessels 97/23/CE

Durable epoxy coating with attractive new colour

« Factory pre-pressurised gas chamber (Nitrogen) H
- —>TeA

w C € 8-25 litres 35-250 litres 300-1000 litres

Type Atrticle No . Material PU Weight gD H h A Pre-charge

6 bar/120°C Grey White Group kg mm mm mm pressure bar
NG 8 8230100 7230107 10 96 1.6 206 285 - R34 1.5
NG 12 8240100 7240107 10 72 24 280 275 - R34 1.5
NG 18 8250100 7250107 10 56 3.4 280 345 - R34 1.5
NG 25 8260100 7260107 10 42 4.2 280 465 130 R34 1.5
NG 35 8270100 7270107 10 24 4.8 354 460 175 R34 1.5
NG 50 8001011 7001100 1" 24 5.7 409 493 175 R34 1.5
NG 80 8001211 7001300 1" 12 8.7 480 565 175 R1 1.5
NG 100 8001411 7001500 1" 10 11.4 480 670 175 R1 1.5
NG 140 8001611 7001700 " 8 13.1 480 912 175 R1 1.5
N 200 8213300 - 18 4 22.0 634 758 205 R1 1.5
N 250 8214300 - 18 4 24.7 634 888 205 R1 1.5
N 300 8215300 - 18 - 27.0 634 1092 235 R1 1.5
N 400 8218000 - 18 - 47.0 740 1102 245 R1 1.5
N 500 8218300 - 18 - 52.0 740 1312 245 R1 1.5
N 600 8218400 - 18 - 66.0 740 1531 245 R1 1.5
N 800 8218500 - 18 - 96.0 740 1996 245 R1 1.5
N 1000 8218600 - 18 - 118.0 740 2406 245 R1 1.5

T— Vn Nominal Volume [litres]

Reflex Wall hung holder for vessels 8 - 25 litres Reflex Cap Valve - Lockshield

- Bracket with tightening strap for vertical mounting « Shut-off device for inspection and
removal of expansion vessels

* Including drain valve

= According to DIN EN 12828

+ PN 10/120°C

Avrticle No Product Group ~ Qpc* Article No Product Group
8-251 7611000 75 36 R 3/4 x 3/4 7613000 84
R1x1 7613100 84

* Quantity per carton

« Holder with multiple connections

Filling Manometer Air-vent R 3/a x 3/4 R1x1
Rp 1/2 Rp 3/8 Rp 3/8

Loose connection Loose connection

Drain Drain

Expansion Vessel Expansion Vessel -— Ball valve -— Ball valve
Rp 3/4 Rp 3/4 valve Lockshield valve valve Lockshield valve
I |
I 210 l
, 280 ,

Article No Product Group
8-251 7612000 75
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